Optibelt kilerem profil SPB, type Red Power 3
	PRODUCT INFORMATION

	Description DIN
	High performance v-belts

	DIN
	DIN 7753 Teil 1

	ISO
	ISO 4184

	Quality attributes
	  High strength polyester cord provides up to 50% more power than conventional v-belts
  Maintenance-Free ensures trouble-free performance and reduces energy consumption
  S=C Plus length tolerances are far superior to any matched-set v-belts regardless of the date manufactured
  Transverse fiber rubber strengthens the belt's core for improved durability and performance
  2X rubber impregnated fabric is bonded with the belt's core for superior durability and grip
  ISO 1813 Certified Anti-Static.




Art. SPB 1250 RP
	TECHNICAL CHARACTERISTICS

	Length (mm)
	1250  mm

	Weight (kg)
	0.23  kg

	Weigth per
	piece

	Profile
	SPB




Art. SPB 1320 RP
	TECHNICAL CHARACTERISTICS

	Length (mm)
	1320  mm

	Weight (kg)
	0.243  kg

	Weigth per
	piece

	Profile
	SPB




Art. SPB 1700 RP
	TECHNICAL CHARACTERISTICS

	Length (mm)
	1700  mm

	Weight (kg)
	0.313  kg

	Weigth per
	piece

	Profile
	SPB




Art. SPB 1800 RP
	TECHNICAL CHARACTERISTICS

	Length (mm)
	1800  mm

	Weight (kg)
	0.331  kg

	Weigth per
	piece

	Profile
	SPB




Art. SPB 1900 RP
	TECHNICAL CHARACTERISTICS

	Length (mm)
	1900  mm

	Weight (kg)
	0.35  kg

	Weigth per
	piece

	Profile
	SPB



